Standard Test Software Flow Diagram

Form1 General (Declarations)

Practical Software, May 2002 Edition

m—> Declare Variables (such AbortFlag) New ATE.INI has been found.
Declare PS class objects —> Would you like to overwrite the existing one?.

Warning! ATE.INI has changed.
Cancel | oK Please enter admin password for acceptation.
Form_ Load
>
Check previous instance }
Create class objects _LogoDoubleClick()
Set <MyObject> = New <PS Class Object> - S
3 <«4— .ShowCabinet
Let property .AppPath = App.Path (PSUtility32) e Cancel OK
Let property .INIPath = <Your INI Path> (PSUtility32) T
Check updated INI .UpdateINI <Your new INI path> (PSUtility32)
Enable INI security .AdminPassword = <Your Password> (PSUTtility32) AllTestClick
Passing your application version .WriteINI . . . (PSUtility32) -
Set/Enable background .ShowBackground (PSUtility32) .ShowUserEntry (PSMenu32) ——>°
—t+Show Test Menu .ShowMenu (PSMenu32) L Reset Abort Flag
Show PS Cabinet .ShowCabinet (PSMenu32) i <DoDesireGroupTest>
Call sub DolniEquipment Check Abort Flag
Minimize Form1 7 <DoDesireGroupTest>
Check Abort Flag
(]
Sub Dolnitialize ;
) Get GPIB Address from INI file (PSUtility32) <DoDesireGroupTest>
RUAIERE L Initialize GPIB/irtual/LEDBay device and show P
Hide each panel (if desired) (PSGPIB32/ WiiteDatabase (PSSQL32)
i i PSM 2 (E .
PSVirtualDevice32/PSLEDBar32) SMenu32 (Events) PrintReport (PSReport32)
»| Logo .StopTest (PSMenu32)
Reinitialize device (if desired)
P Start (all)
User ID CompanyX Inc. X1 Dummy Product o ; Print
worLot No. e e
Serial No. UUT S 32972974 | r »| Abort/Exit .PrintReport (PSReport32)
Test D |Pruducliun j = : — - : —_ @l el = - T
Continnity Teat Stort | CurrentTest Start  Gain @1MHz Test start »| Group (IndIVIdua|)
_,’ Eroiuc | J W | Main Power P Min. Max. Of Current Min. Max. a1 Min. Max. Abort (TESt) —A b 0 rtCI I C k ()
Model [ ~ Logic ma 10 150 d8 5 10
Hexicion | j Output Slot A i I B Q2 Current i . - az - . ° . EXIt (Program) Set Abort Flag
FIW Rev. Output Stot® a5 Current ) _GroupTestClick .StopTest (PSMenu32)
Lot No. Loaic — == mA 100 150 dB 5 10 . X
Output Siot © a4 Current o Sub/Function <DoDesireGroupTest>
oK Logic —_— —_— mA 100 150 dB 1 10
EBet i, L UL e B w0 sop TEMPFullLond Test start Reset Abort Flag _EXitCHCk()
ai Min.  Max.
Frequency Response Tes! start Bias Voltage Test Start c . 0 Setup/ReSet deViCe (lf desired) Unload Forml | FO r m_U n IO ad
o1 @-3dB Min.  Max. Of Min. M:x.. Q2 Turn on pOWEI’ (lf deS|red) End
Products.ini e R~ e el ? TR Send Testing Hilight (PSMenu32) _ )
we s 1 voc oo c —~ Read data from device (PSGPIB32) Set <EachObject> = Nothing
e e i S o L Send data to test menu (PSMenu32)
Q4 @-3uB . . a4 : : .StopTest (PSMenu32)
Return result for function




